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DET NORSKE VERITAS
TyPE APPROVAL CERTIFICATE

CERTIFICATE NO. E-7927
This Certificate consists of 4 pages

This is to certify that the

Frequency Converter
822.21

with type designation(s)

FR-F 740 series

Manufactured by
Mitsubishi Electric Corporation, Nagoya Works
NAGOYA 461-8670, Japan

is found to comply with

Det Norske Veritas' Rules for Classification of Ships, High Speed & Light Craft and
Det Norske Veritas' Offshore Standards

Application

Frequency Inverter FR-F 740 series for use onboard ships and mobile offshore units

Place and date This Certificate is valid until
Havik, 2007-01-17 2010-12-31
for Det Norske Veritas AS
Frode Berntsen Local Office Nicolay Horn

Head of Section DNV Kobe Surveyor



Product description

Frequency inverter drives FR-F 740 series:

Type designation ¥ Rated motor capacity Rated output current
[kw] " [A]

SLD? LD? sLD? LD?
FR-F740 -00023-## 0.75 0.75 2.3 2.1
FR-F740-00038-## 1.5 1.5 3.8 3.5
FR-F740-00052-## 2.2 2.2 5.2 4.8
FR-F740-00083-## 3.7 3.7 8.3 7.6
FR-F740-00126-## 5.5 5.5 12.6 11.5
FR-F740-00170-## 7.5 7.5 17 16
FR-F740-00250-## 11 11 25 23
FR-F740-00310-## 15 15 31 29
FR-F740-00380-## 18.5 18.5 38 35
FR-F740-00470-## 22 22 47 43
FR-F740-00620-## 30 30 62 57
FR-F740-00770-## 37 37 77 70
FR-F740-00930-## 45 45 93 85
FR-F740-01160-## 55 55 116 106
FR-F740-01800-## 90 75 180 144
FR-F740-02160-## 110 90 216 180
FR-F740-02600-## 132 110 260 216
FR-F740-03250-## 160 132 325 260
FR-F740-03610-## 185 160 361 325
FR-F740-04320-## 220 185 432 361
FR-F740-04810-## 250 220 481 432
FR-F740-05470-## 280 250 547 481
FR-F740-06100-## 315 280 610 547
FR-F740-06830-## 355 315 683 610
FR-F740-07700-## 400 355 770 683
FR-F740-08660-## 450 400 866 770
FR-F740-09620-## 500 450 962 866
FR-F740-10940-## 560 500 1094 962

FR-F740-12120-## 630 560 1212 1094



Y. Rated data are based on a motor voltage of 400 V.

2): The Super Light duty (SLD) rated output current is continuously available at 40 _C
ambient temperature. Also 110 % and 120 % overload current is available for 60 sec
and 3 sec respectively (inverse time characteristics).

%: The Light duty (LD) rated output current is continuously available at 50 _C ambient
temperature. Also 120 % and 150 % overload current is available for 60 sec and 3 sec
respectively (inverse time characteristics).

#: The type name may be followed by any alphanumeric suffix (-##).

Application/Limitation
e Rated input AC voltage, frequency: 380 - 480 V or 380 - 500 V, 50/60 Hz
Tolerable voltage fluctuation: 323 - 528 V or 323 - 550 V, 50/60 Hz
Tolerable frequency fluctuation: _ 5 %
Frequency range output: 0.5 - 400 Hz
Enclosure class: 1P20 or IPO0*
Humidity class: B
Temperature class: B
Vibration class: A
EMC class A

* The Inverter units have to be installed in any of the following enclosure (IP22 for
Class A, 1P44 for Class B, IP56 for Class C, IP68 for Class D) depending on intended
location.



Type Approval documentation

Tests carried out
Humidity test, dry heat test, insulation resistance test, high voltage test, full load test,
overload test, vibration test, radiated emission test, conducted emission test., power
supply varaition test, power supply failure test, electrical fast transient test, surge
voltage test, conducted radio frequency interference test, electrostatic discharge test
and electromagnetic field test.

Marking of product
Mitsubishi - Type designation - Power - VVoltage

Certificate retention survey
The scope of the retention/renewal survey is to verify that the conditions stipulated for
the Type Approval is complied with and that no alterations are made to the product
design or choice of materials.

The main elements of the survey are:

- Inspection on factory samples, selected at random from the production line (where
practicable)

- Results from Production Sample Tests (PST) and Routines (RT) checked (if not
available tests according to PST and RT to be carried out)

- Review of type approval documentation
- Review of possible change in design, materials and performance

- Ensuring tractability between manufacturer's product type marking and Type
Approval Certificate.

Survey to be performed at least every second year.

END OF CERTIFICATE

Notice: This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this
Certificate invalid.

If any person suffers loss or damage which is proved to have been caused by any negligent act or omission of Det Norske Veritas, then
Det Norske Veritas shall pay compensation to such person for his proved direct loss or damage. However, the compensation shall not
exceed an amount equal to ten times the fee charged for the service in question, provided that the maximum compensation shall never
exceed USD 2 million.In this provision "Det Norske Veritas" shall mean the Foundation Det Norske Veritas as well as all its subsidiaries,
directors, officers, employees, agents and any other acting on behalf of Det Norske Veritas.

DET NORSKE VERITAS AS - VERITASVEIEN 1, 1322 HBVIK, NORWAY - TEL: (+47)
67 57 99 00 - FAX: (+47) 67 57 99 11



