% EMI & PFC Filter / Power Cable

EMI & PFC Filter Power Cable

Instruction

PLF-2000 series are developed on the basis of environment protection.
It can efficiently solve EMC & harmonic current problems caused by electronic
products. With PLF-2000, your products will meet harmonic current regulation
{IEC1000-3-2/ EN61000-3-2) and also improve immunity (IEC1000-4/
EN61000-4) EMI conduction (EN55022/ EN55011) greatly.

» Stock No.: 61001 .
- Type No.: YP-12+YC-12 }
- America plug

» Rating: 125VAC@10A

» Cord.: SVT, 18AWGx3C
« Color: black

- Length: 6 feet

- Withstand: 2500VAC@18
- Safety: UL, CSA
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+ Stock No.: 61003

« Type No.: YP-35+YC-12

- Astralia plug

- Rating: 250VAC@10A

- Cord.: HO5VVF, 0.75mm x3G
+ Color: black

+ Length: 6 feet

+ Withstand: 2500VAC@1S

- Safety: SAA

132 % 60 % 46 mm

Specifications
MAX. input power.........ccooeeieieieenne, 200W
Attenuation:asmismiasiasin -20dB
(frequency: 0.15~30MHz, measurement
condition: CISPR PUB. 17, 50W/ 50W)

» Stock No.: 61004
» Type No.: YP-22+YC-12

Operating temperature.............co...... -25C~85C » Euro plug
(derating output at 2.5% per degree from : + Rating: 250VAC@10A _
50°C ~85°C) : » Cord.: HO5VVF, 0.75mm x3G
Operating humidity..........cocoovvverenne, 30~95%RH (no dewdrop) | = Color: black
Withstand voltage...........ccccovvecenee. 1500VAC 1min. (input & output-FG) \ - Length: 6 feet
Safety standard.........cccocooovviiiiin, TUV EN133200 - Withstand: 2500VAC@1S
Harmonic corrector. meet IEC1000-3-2 (EN61000-3-2) - Safety: VDE, D, ND, S, FI, QVE,
Weidhtmnenenamsusgnnas 550g CEBEC, KEMA
Chargcterigtic of harmonic corrector y - Type No.: YP-21+YC-13
(Test conditions: Vin=230VAC, Win=200W, Ta=25C) B
. uro plug
agg ] « Rating: 250VAC@2.5A
080 :ﬁﬂ?ﬁLNLE'NE « Cord.: HO3VVH2-F, 0.75mm x3G
s | (IEC1000-3-2 ClassD) + Color: black
%’ 050 - Length: 6 feet
5 g;g - Withstand: 2500VAC@1S
0.20 - Safety: VDE, D, ND, S, FI, QVE,
L CEBEC, KEMA
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" Before countermeasure e onC Order . - Type No.: YP-60+YC-12
100+
0.90 WE * UK plug
g?g | LIMIT LINE : » Rating: 250VAC@10A
= ol | | SECA00-: Db - Cord.: HO5VV-F, 0.75mm x3G
3 9 - Fuse: 250VAC@13A
S i’ - Color: black
g?g I i, + Length: 6 feet
il I T T T TR A AR ERER - Withstand: 2000VAC@15M
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After countermeasure  Hamonio order - Safety: BS 1363
Stock No. Type No. Input Rated Leakage P.P.

Voltage Current Current
63001 PLF-2001 90~132VAC 3A 0.27mA 30 g o
63002 PLF-2002 190~265VAC 1.2A 0.5mA 30 e

48hrs delivery We keep enough stock for 95% of
standard models at our 1200M warehouse. We can
arrange prompt delivery within 48hrs.



